§38.25

of the seat overhanging the space. Se-
curement areas may have fold-down
seats to accommodate other passengers
when a wheelchair or mobility aid is
not occupying the area, provided the
seats, when folded up, do not obstruct
the clear floor space required. (See Fig.
2)

(3) Mobility aids accommodated. The
securement system shall secure com-
mon wheelchairs and mobility aids and
shall either be automatic or easily at-
tached by a person familiar with the
system and mobility aid and having av-
erage dexterity.

(4) Orientation. In vehicles in excess
of 22 feet in length, at least one secure-
ment device or system required by
paragraph (a) of this section shall se-
cure the wheelchair or mobility aid
facing toward the front of the vehicle.
Additional securement devices or sys-
tems shall secure the wheelchair or
mobility aid facing forward, or rear-
ward with a padded barrier, extending
from a height of 38 inches from the ve-
hicle floor to a height of 56 inches from
the vehicle floor with a width of 18
inches, laterally centered immediately
in back of the seated individual. In ve-
hicles 22 feet in length or less, the re-
quired securement device may secure
the wheelchair or mobility aid either
facing toward the front of the vehicle
or facing rearward, with a padded bar-
rier as described. Additional secure-
ment locations shall be either forward
or rearward facing with a padded bar-
rier. Such barriers need not be solid
provided equivalent protection is af-
forded.

(5) Movement. When the wheelchair or
mobility aid is secured in accordance
with manufacturer’s instructions, the
securement system shall limit the
movement of an occupied wheelchair or
mobility aid to no more than 2 inches
in any direction under normal vehicle
operating conditions.

(6) Stowage. When not being used for
securement, or when the securement
area can be used by standees, the se-
curement system shall not interfere
with passenger movement, shall not
present any hazardous condition, shall
be reasonably protected from van-
dalism, and shall be readily accessed
when needed for use.
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(7) Seat belt and shoulder harness. For
each wheelchair or mobility aid secure-
ment device provided, a passenger seat
belt and shoulder harness, complying
with all applicable provisions of part
571 of this title, shall also be provided
for use by wheelchair or mobility aid
users. Such seat belts and shoulder
harnesses shall not be used in lieu of a
device which secures the wheelchair or
mobility aid itself.

§38.25 Doors, steps and thresholds.

(a) Slip resistance. All aisles, steps,
floor areas where people walk and
floors in securement locations shall
have slip-resistant surfaces.

(b) Contrast. All step edges, thresh-
olds and the boarding edge of ramps or
lift platforms shall have a band of
color(s) running the full width of the
step or edge which contrasts from the
step tread and riser, or lift or ramp
surface, either light-on-dark or dark-
on-light.

(c) Door height. For vehicles in excess
of 22 feet in length, the overhead clear-
ance between the top of the door open-
ing and the raised lift platform, or
highest point of a ramp, shall be a min-
imum of 68 inches. For vehicles of 22
feet in length or less, the overhead
clearance between the top of the door
opening and the raised lift platform, or
highest point of a ramp, shall be a min-
imum of 56 inches.

§38.27 Priority seating signs.

(a) Each vehicle shall contain sign(s)
which indicate that seats in the front
of the vehicle are priority seats for per-
sons with disabilities, and that other
passengers should make such seats
available to those who wish to use
them. At least one set of forward-fac-
ing seats shall be so designated.

(b) BEach securement location shall
have a sign designating it as such.

(c) Characters on signs required by
paragraphs (a) and (b) of this section
shall have a width-to-height ratio be-
tween 3:5 and 1:1 and a stroke width-to-
height ratio between 1:5 and 1:10, with
a minimum character height (using an
upper case ‘“‘X”’) of % inch, with ‘“‘wide”
spacing (generally, the space between
letters shall be %6 the height of upper
case letters), and shall contrast with
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the background either light-on-dark or
dark-on-light.

§38.29 Interior circulation, handrails
and stanchions.

(a) Interior handrails and stanchions
shall permit sufficient turning and ma-
neuvering space for wheelchairs and
other mobility aids to reach a secure-
ment location from the lift or ramp.

(b) Handrails and stanchions shall be
provided in the entrance to the vehicle
in a configuration which allows persons
with disabilities to grasp such assists
from outside the vehicle while starting
to board, and to continue using such
assists throughout the boarding and
fare collection process. Handrails shall
have a cross-sectional diameter be-
tween 1¥4 inches and 1% inches or shall
provide an equivalent grasping surface,
and have eased edges with corner radii
of not less than ¥ inch. Handrails shall
be placed to provide a minimum 1%
inches knuckle clearance from the
nearest adjacent surface. Where on-
board fare collection devices are used
on vehicles in excess of 22 feet in
length, a horizontal passenger assist
shall be located across the front of the
vehicle and shall prevent passengers
from sustaining injuries on the fare
collection device or windshield in the
event of a sudden deceleration. With-
out restricting the vestibule space, the
assist shall provide support for a board-
ing passenger from the front door
through the boarding procedure. Pas-
sengers shall be able to lean against
the assist for security while paying
fares.

(c) For vehicles in excess of 22 feet in
length, overhead handrail(s) shall be
provided which shall be continuous ex-
cept for a gap at the rear doorway.

(d) Handrails and stanchions shall be
sufficient to permit safe boarding, on-
board circulation, seating and standing
assistance, and alighting by persons
with disabilities.

(e) For vehicles in excess of 22 feet in
length with front-door lifts or ramps,
vertical stanchions immediately be-
hind the driver shall either terminate
at the lower edge of the aisle-facing
seats, if applicable, or be ‘‘dog-legged’’
so that the floor attachment does not
impede or interfere with wheelchair
footrests. If the driver seat platform

§38.35

must be passed by a wheelchair or mo-
bility aid user entering the vehicle, the
platform, to the maximum extent prac-
ticable, shall not extend into the aisle
or vestibule beyond the wheel housing.

(f) For vehicles in excess of 22 feet in
length, the minimum interior height
along the path from the lift to the se-
curement location shall be 68 inches.
For vehicles of 22 feet in length or less,
the minimum interior height from 1lift
to securement location shall be 56
inches.

§38.31 Lighting.

(a) Any stepwell or doorway imme-
diately adjacent to the driver shall
have, when the door is open, at least 2
foot-candles of illumination measured
on the step tread or lift platform.

(b) Other stepwells and doorways, in-
cluding doorways in which lifts or
ramps are installed, shall have, at all
times, at least 2 foot-candles of illu-
mination measured on the step tread,
or lift or ramp, when deployed at the
vehicle floor level.

(c) The vehicle doorways, including
doorways in which lifts or ramps are
installed, shall have outside light(s)
which, when the door is open, provide
at least 1 foot-candle of illumination
on the street surface for a distance 3
feet (915 mm) perpendicular to the bot-
tom step tread or lift outer edge. Such
light(s) shall be shielded to protect the
eyes of entering and exiting pas-
sengers.

[66 FR 45756, Sept. 6, 1991, as amended at 63
FR 51697, 51702, Sept. 28, 1998]

§38.33 Fare box.

Where provided, the farebox shall be
located as far forward as practicable
and shall not obstruct traffic in the
vestibule, especially wheelchairs or
mobility aids.

§38.35

(a) Vehicles in excess of 22 feet in
length, used in multiple-stop, fixed-
route service, shall be equipped with a
public address system permitting the
driver, or recorded or digitized human
speech messages, to announce stops
and provide other passenger informa-
tion within the vehicle.

(b) [Reserved]

Public information system.
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